LAWRENCE’ LH86505/8850S And

LH8650F/8850F

— HARDWARE | NC Concealed Vertical Rod Device

Mounting Figures

Concealed Vertical Rod Device
Mounting Figures

Top Strike Fixing Plate
{No need this part
for wood door)

Top Strike Hold Plates
(For metal door only)

For wood door: g
Recess 1/8"(3mm) |
for fitting top strike. |

Completed installation view
of Top Strike inside the frame

Figure 1

Mounting Bracket Of
Top Latch Assembly

Top Latch Assembly

Mounting Plates Of
Top Latch Assembly
(For metal door only)

For wood door:
Recess 25/64"(10mm) for
Top Latch Assembly

Mounting Hole For  (Details see the template
Top Latch Assembly  for Top Edge Of Door.)

Mounting Hole For

Bottom Latch Assembly
{Details see the template
for Bottom Edge Of Door )

Mounting Plates Of For wood door:
Bottom Latch Assembly ~Recess 25/64"(10mm) for
(For metal door only) ~ Bottom Latch Assembly

Bottom Latch Assembly

Mounting Bracket Of i
Bottom Latch Assembly Figure 2

Not to Scale
The use of non-clutching impact drivers to install this hardware will automatically void the warranty.
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