LAWRENCFE’ Pull Plate Instructions
LH86P5C
=HARDWARE INC. 80PS5

STEP A: INSTALL CYLINDER [SKIP TO STEF B FOR DUMMY PULL PLATE) STEFP B: INSTALL PULL PLATE

1 Use template to mark hole locations on dooe If all holes have been 1. Insert pull piate five (4] mounting poasts and the cylndar assemble
drillec or cut, starf to install cylinder firat. through door.

2. Install nm cylinder through provided cylinder coliar, then insest the 2 Rim cylinger lailpiece should insert into axit device cam approximabaly
nm cylinder through habe in pull plate and insert cylindar retaineng Te" A it is too long and bayond inside tace of docr, carefully
cup from back side of the pull pate measure and mark at the closest break-off line. Then use piers fc

3 Fasten rim cylinder assembly using the two (2) break-aff screws break off it and get approprate length
provided with the rim cylinder. 3. Fastan pull plate and exit devics using the supplied four (4) mounting
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Not to Scale
The use of non-clutching impact drivers to install this hardware will automatically void the warranty.
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PULL PLATE
FOR USE WITH ANSI GRADE 1 WIDE STILE
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| | Cut out #1 5/8" (41mm) Hole on Pull Side
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Not to Scale
The use of non-clutching impact drivers to install this hardware will automatically void the warranty.
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